


PART NUMBER YHM-1200

Caliber 12 Gauge - Max: 3.5” shells*

Overall Length 12.4” - 6.4”

Size 2.7” x 1.95”

Weight 25 oz. - 14 oz.

Decibel Rating 135 dB**

Attachment Method YHM mount utilizes existing host
firearm choke threads

Material

Finish

7075-T6 Aluminum and 17-4 PH S.S.

Hard Anodized and Melonite

SPECIFICATIONS

CAUTION: Using your suppressor on a barrel shorter than recommended may cause suppressor failure 
and will not be covered under warranty. The VICTRA-12 should only be used on single-barrel shotguns. *See barrel length/load restrictions on page 13 in manual. **On a 28” barrel shooting 23/4” #8 Shot.



CONGRATULATIONS ON YOUR PURCHASE OF THE YHM VICTRA™-12 SUPPRESSOR! 
WITH PROPER CARE AND MAINTENANCE, YOUR SOUND SUPPRESSOR WILL PROVIDE YOU WITH YEARS OF TROUBLE-FREE SERVICE.

MANUFACTURER,S DISCLAIMER
The manufacturer is not responsible for improper use of this product. The product is potentially dangerous, and as such,

it is the user’s responsibility to understand every part of this manual. Please contact the manufacturer for further clarification.

VICTRA™-12 CARE 
Caution! The sound suppressor can become extremely hot after discharging your firearm!

Do not attempt to touch or remove the sound suppressor until it has cooled.
Keep the suppressor away from anything that could melt or catch fire until it has fully cooled. Any excess oil, dirt, and other contaminants should be wiped 
from the outside surfaces using a cloth dipped in mild gun cleaning solvent. The most common problem encountered when using a sound suppressor is 
corrosion caused by condensation buildup inside the suppressor. The best way to prevent corrosion of your firearm is to remove the suppressor as soon as 
you are finished shooting. This will aid in the evaporation process. If the sound suppressor is to remain on the firearm it is recommended that it be stored 
in a muzzle-down position with the action left open. The period between cleanings will vary depending on what type of ammunition you are shooting, 
the type of host firearm, and environmental conditions such as rain or high humidity. We recommend cleaning the sound suppressor at minimum after 
every 500 rounds.



OVERVIEW & PRODUCT SPECS
The YHM Victra™-12 shotgun suppressor is the result of YHM’s leading design, engineering and technology capabilities in the field of firearm suppression.
Because the Victra-12 features a modular design, the user can remove sections to best meet the needs for sound suppression, firearm balance, weight
and length. In the full 12” configuration, the Victra-12 reduces most commercial shotgun loads to +/- 135 dB at the shooter’s ear. Most users will also note
a decrease in felt recoil, which allows the shooter to concentrate on the target. A variety of choke sizes are available to suit various field conditions.
Each Victra-12 includes two assembly rods, as well as an improved cylinder choke and spanner wrench. Disassembly and assembly will require the
use of a 5/32” Allen wrench (not included). Additional rod kits are available, but not included, to shorten the configuration of the Victra™-12
down to 10”, 8” and 6” configurations.

Visit YHM.net to purchase Victra™-12 accessories.

The Victra-12 is compatible with the following barrel and ammunition pairings: 
MINIMUM BARREL LENGTH               AMMUNITION  

	 7 ½”+                      	 2 ¾” SHELL   
	 10”+	 3” SHELL
	 16”+	 3 ½” SHELL

AVAILABLE CHOKES:
Improved Cylinder

Modified
Full



INSTALLATION AND USE
Someone who is experienced with your model of firearm should install this product. Failure to install this product correctly voids any warranties of 
the product and removes any liabilities against the manufacturer. Be certain the firearm is unloaded and the muzzle is pointed in a safe direction 

before starting this installation and removal process. 

Scan this
QR Code to watch 

our Victra-12
installation video.

Warning - Failure to follow the installation and maintenance instructions described in this manual may result in serious personal injury 
and/or damage to the firearm. Do not use or attempt to use this product unless you have received training and experience in the 
proper safe use of firearms. 
Because suppressed firearms make less noise than unsuppressed firearms, it is easy to forget that they are still firearms and capable
of causing bodily injury and property damage. Any suppressed firearm should be treated with the same safety and caution as an 
unsuppressed firearm. 
Firearm suppressors are detachable firearm muzzle devices, and as such are subject to improper attachment issues unless 
the procedures outlined in this manual are followed precisely. 



Always check the fit between barrel and suppressor before firing! The threaded mount must be fully connected to the barrel.
The suppressor must be free of obstructions such as mud, dirt, etc. at all times. DO NOT attempt to shoot through an obstructed suppressor.
If the suppressor has been submerged fully or partially in water, even momentarily, the user must allow sufficient time to drain the suppressor completely.  
To ensure your suppressor remains secure while firing, it is essential that the user frequently verifies that the mount is securely tightened to barrel, and 
that the suppressor is tightened to the mount. 
Once the suppressor is removed from the host firearm, YHM recommends using a thread protector* to protect the mount threads during storage
or transport. 

Mount Jam Nut

*Available separately at YHM.net

Choke
internally
installed



VICTRA™-12 MOUNTS 
The VICTRA™-12 mount engages the host

firearm’s choke threads.

• Screw mount into barrel using the spanner
  wrench provided with your Victra™-12 (Fig. A).
• With jam nut against shoulder of the mount,
  thread on the suppressor until it stops (Fig. B).
  Then back off no more than one revolution until
  the index notch on the suppressor’s blast chamber
  lines up with the firearm’s front sight bead (Fig. C).
• Tighten the jam nut until it makes firm
  contact with the suppressor (Fig. D), using the
  supplied wrench.

Fig. A Fig. B Fig. C Fig. D Index
notch



DISASSEMBLING
THE VICTRA™-12

Your VICTRA™-12 suppressor will come completely
assembled. If you decide that you want to modify the 
configuration of the VICTRA™-12 for a shorter version,
see page 10 for modularity.
• To disassemble your suppressor, place the suppressor,
  blast chamber end down, on your gun mat to prevent
  scratching the anodized finish.
• Use your 5/32” Allen wrench (not provided) and loosen,
   then remove the Allen nuts on the face of the suppressor.
   Set them aside in a safe place.
• Hold the base of your suppressor and begin removing the
  endcap off the assembly rods. Then remove the baffles.
• When you have only the blast chamber and rods left,
  unscrew the rods out from the blast chamber.

Endcap



REASSEMBLING
THE VICTRA™-12

Blast Chamber

• Place blast chamber on your gun mat.
• Thread rods into blast chamber until they
  bottom-out, then reassemble by adding a
  long baffle, and a short baffle.
  Note: Continue adding pairs until you reach
  your desired length.
• Slip the endcap, over the rods and secure
  the Allen head bolts with a 5/32” Allen
  wrench. Torque to 40 - 45 in-lb.

Endcap

Long Baffle

Short Baffle



VICTRA™-12 MODULARITY
• For modular assembly, select two same-length assembly rods sized for your desired configuration and thread them into the blast chamber, then 

continue reassembly by adding a long baffle, then a short baffle. Continue adding long baffles and short baffles (Always in pairs and ALWAYS a long 
baffle first) until you reach the desired configuration length. 

• Always ensure there is a long baffle adjacent to the blast chamber, regardless of configuration. If assembling into anything less than the full 12” 
configuration, remove baffle pairs from the front of the assembly. Shortest suppressor configuration is removal of 3 pairs for 6” assembly.

	 Remove 2 pairs for 8” assembly and remove 1 pair for 10” assembly.
• To adjust the shot pattern to your needs, remove the installed choke from the endcap using the supplied wrench and replace with the desired choke. 

(Additional chokes are available at YHM.net) Tighten the choke to the endcap using the wrench.
• Finally, install the endcap, containing the desired choke, over the rods and secure the Allen head bolts using  a 5/32” Allen wrench (not provided). 

Torque the Allen bolts to 40 - 45 in-lb. For best performance and to avoid the potential for damage to your suppressor, YHM recommends using
   only YHM mounts and accessories.

		  VICTRA-12 12” Configuration (OAL 12.4”)	-  Weight 25 oz.     - 	Ear average 135 dB 
	  	 VICTRA-12 6” Configuration (OAL 6.4”)	 -  Weight 14 oz.   -	 Ear average 141 dB



VICTRA™-12 MODULARITY

6” Configuration
using 6” assembly rod

8” Configuration
using 8” assembly rod

10” Configuration
using 10” assembly rod

12” Standard
Configuration
using 12” assembly rod
included

Blast Chamber  Baffle Pair                                         Endcap

Threaded Assembly Rod

Allen bolt

Choke

Long & Short Cone



VICTRA™-12 CLEANING & MAINTENANCE  
YHM recommends cleaning the Victra™-12 after firing 500 or fewer rounds.

Plastic debris must be removed from the baffles/interrupters.
Be certain that the mating surfaces of the baffles are clean by using a pick or similar tool
to remove any debris. Soaking the rods overnight in a shotgun-specific cleaning solution

(such as Brownells® Shotgun Wad Solvent) should loosen and remove plastic debris without issue.

	 NOTE: Aluminum parts, such as the baffles, should NOT be soaked in ANY solvent due to the potential 
	 for damage to the finish. To clean the baffles, we recommend using a cloth with soapy water 
          or a brush to gently wipe or scrub away debris.

	 CAUTION: Always read the warning label(s) on any cleaning product or solvent as virtually all solvents 
	 are inherently dangerous and potentially toxic. Always use adequate ventilation and wear both skin and 
	 eye protection when using solvents.



AMMUNITION: The Victra™-12 is designed for use with wadded or slug 12-gauge ammunition.
We recommend using shotshells with a cup style wad. Only factory-loaded ammunition should be used
when shooting with a suppressor.
Flitecontrol® or similar wads should not be used with the Victra-12 Suppressor, as they may cause damage
to the suppressor.
It is the user’s responsibility to make sure their ammunition choice matches their firearm.
High-density shot such as Hevi-Shot, Federal TSS, or similar tungsten or bismuth loads, as well as slugs,
are not to be used with a full choke.

BARREL RESTRICTIONS:	  
	 7 ½” + barrel	 -	 2 ¾” shell max.
	 10” + barrel	 -	 3” shell max.
	 16” + barrel	 -	 3 ½” shell

WARNING! Do not use this Sound Suppressor with water or any other media inside the
sound suppressor. This will void your warranty and may cause a dangerous increase in pressures
that could damage the suppressor and/or the host firearm or cause serious injury.



WARRANTY
YHM offers a limited lifetime warranty against defects in material and workmanship. We will repair or replace any YHM sound suppressor free of charge as long as the warranty

has not been voided. Any repairs not covered by this warranty will be charged to the owner. The warranty will be considered null and void and YHM will not cover damage
to the sound suppressor and/or host firearm resulting in whole or in part from: Criminal or negligent use, misuse, careless handling, modifications, use with water or other

media inside of the suppressor, use on a barrel shorter than our stated minimum barrel lengths. Use of a crush washer, peel washer or anything else that causes misalignment,
use of ammunition that is defective, improperly hand-loaded, reloaded, or improperly sized for the suppressor, will void the warranty.

YHM PRODUCTS ARE SOLD “AS IS” AND HAVE NO IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
NON-WARRANTY REPLACEMENT

IN THE EVENT THAT A SUPPRESSOR IS DAMAGED BEYOND REPAIR AND OUT OF THE CONFINES OF THE ABOVE MENTIONED WARRANTY,
THE CUSTOMER MAY PURCHASE A REPLACEMENT SUPPRESSOR OF THE SAME MODEL FOR 50% OFF MSRP.

ATTENTION
All YHM suppressors are designed and produced with state-of-the-art computerized equipment. YHM manufacturers and inspects them to exacting tolerances. If installed

and used according to the specifications within this booklet, a baffle strike is highly unlikely. If a baffle strike was to occur due to a manufacturing defect it would likely happen
during the first use of the suppressor. Please be vigilant when using your suppressor and always check connection to ensure that it remains firmly attached to the host firearm

at all times when in use.

• THE SUPPRESSOR COMING LOOSE FROM THE HOST FIREARM.
• POOR THREADS ON THE HOST FIREARM.

• INCORRECT INSTALLATION OF THE MOUNT OR SUPPRESSOR.
• IMPROPER OR POOR QUALITY AMMUNITION.

THE MOST COMMON CAUSES OF BAFFLE STRIKES ARE



REGISTER YOUR 
SUPPRESSOR 
TO RECEIVE A 

FREE T-SHIRT AT

   YHM.net

YHMachineCo

YHMachineCo

YHMachineCo
YANKEE HILL MACHINE CO., INC.
412 MAIN STREET, EASTHAMPTON, MA 01027

TOLL - FREE: 877-892-6533 • FAX: 413-584-1326

IF YOUR SOUND SUPPRESSOR SHOULD EVER
REQUIRE REPAIR, PLEASE CONTACT YHM AT

SALES@YHM.NET PRIOR TO SHIPPING. 
THIS WILL HELP US SPEED THE REPAIR PROCESS.




